ASSEMBLEY INSTRUCTIONS
STEP 1 6" ALUMINUM WELL CAP STEP 2

Roll Pins

Drive in Roll Pins, Screw in 1/4 x 1-1/4" S.S Place Gasket over Roll Pins and --stretch

Ground Screw from bottom. Place Clamp Ring around-- Well Casing to match Bolt holes.

over Well Casing 7/16" down and screw in

Clamp Ring S.S. Bolts. (Firm) Note 2: S.S. = STAINLESS STEEL.

Step 3 Step 4

Place Wire Guard over Roll Pins and Well Casing. Place Well Cap over Gasket and fasten with

Put Ground wire from house on ground screw first four 1/4" x 1- 3/4" S.S. Bolts and nuts.

with 1 washer and S.S. nut. ---(SEE NOTE 1)--- (Hold nut with finger in socket of ciamp ring

Put Pump ground on 2nd. between 2 washers and and tighten bolt, nut will wedge in socket to

one nut. Place all wires between Roll Pin Guides. stav). Re-tighten clamp ring Bolts.
Wire guard ---------- ™

PHONE ORDERS SHIPPED THE NEXT DAY WITH ENGRAVED

A & B DIE CASTING NAME AND ADDRESS.  ( FIRST TIME ORDER MAY BE ONE )
ES663 WHITE LAKE RD.  —eeemememeaeeene ALL ORDERS SOLD IN LOTS OF EIGHT ---=-=-=-=v==--
WEYAUWEGA., WI. 54983 (We pay all shipping and C.O.D. charges) CALL 7 AM TO 9 PM CST.

1-800-383-3560

OR - Phone 920-867-4038



